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U.S. Patent 5,247,297 to Seabury et al., "Vehicle Detector 
Method for Multiple Vehicle Counting, " describes a method to 
detect motor vehicles crossing a loop inductor, 

U.S. Patent 5,808,562 to Bailleul et al., "Vehicle 
Detector for Installation on the Surface of a Multi-Lane Road, " 
discloses a vehicle detector for roadway installation. 

U.S. Patent 5,652,577 to Frasier, "Device and Method for 
Passively Activating Inductive Loop Sensor, " describes an 
inductive loop sensing apparatus for controlling a traffic 
light. 

The following three U.S. Patents each teach a protable 
metal detector device with transmitting and receiving coils of 
metal wire: 

1) U.S. Patent 5,969,528 to Weaver, "Dual Field Metal 
Detector. " 

2) U.S. Patent 4,345,208 to Wilson, "Anti-Falsing and 
Zero Nulling Search Head for a Metal Detector." 

3) U.S. Patent 4,862,316 to Smith et al . , "Static Charge 
Dissipating Housing for Metal Detector Search Loop 
Assembly. " 
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U.S. Patent Application Publication US 2001/0035297 Al to 
Tamai, "Wiring Material and Connecting Structure of Said Wiring 
Material," teaches an electric wire or flat cable where the 
core wire or conductor comprises a highly conductive resin. 

UK Patent Application GB 2 377 449 A to Sayers, 
"Electrically Conductive Polymer Composition, " discusses 
electrically conductive compositions and their use to prevent 
electrostatic discharge and to earth electrical devices. 



Sincerely, 




George^O. Saile, 
Reg. No. 19572 
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